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Quiet dependable power by Westerbeke 
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Features , """OACAGSC",'" Performance Data 

• Constructio n - fresh water cooling with thermostatic 
contro l, 50 amp ahernator w ith radio shielding. cast iron 
head and block for long life, cog type alternator belts 
reduce s lippage, glow plug cold weather starting aid . ample 
hea t exchanger capacity. 

• Parts Supply - nationwide stock of parts for Westerbeke 
engines and gene rators means better service from an ex
panding network of dis tributors and dealers. 

• Self-Bleeding Fuel System - restarts after running Qut 
of fuel without manual a ir bleeding. 

• Ligh t We ight - aluminum manifolds , fl ywheel housi ng, 
and transmission case save weight without sacrificing cast 
iron head and bloc k. 

• Exceptio nal Quietness - cast iron head a nd block are 
sound damping, tuned intake sile ncer reduces air intake 
noise , modern swirl type combusion chamber design 
soft ens diesel clatter. 

Optional Extras 
• Front exhaust outlet for Vee drives. Remote mounting lube 
filters · Alternator output splitter · Sea water intake straine r 
• Hydro-Hush B or C waterlift exhaust silencers · Various 
adapting connectors and couplings from which , with a sup
ply of Pis 10 exhaust hose, a complete exhaust system can be 
assembled. 

Coupling Straight 

Maximum Power Output .. . ............ 13.5/3000 RPM 
Typical Fuel Consumption Rate . 0.63 US gal/hr 
Typical Fuel Consumption Rate at 2500 RPM 

when wheeled to turn 3000 RPM ...... 0.5 US gallhr 
Capacity of Lubricant wlfilt er .......... 2.8 Qts. 
Capacity of Coolant ........ 6 Qts. 

Specifications 
Model Number .................. Westerbe ke 13a 
Engine Type ... 4 cycle, water cooled , naturaJly 

aspirated, vertical overhead va lve, diesel engine. 
Cylinder arrangement ................. 2 cylinders in line 
Bore & Stroke ... 2.68 " x 3.07" 168mm. x 78mm.) 
Displacement .37 cubic inch (566 litrel 
Compression ratio. . . . . . . . . . . . . . . ... 23 to 1 
Fuel Injection Pump . Bosch Distributo r Type Individual 

plunger for each cylinder , ca m driven in a precision 
housing machined block for rigidity and accuracy. 

Injec to rs .............. Pintle type 
Combustion Chamber .......... Swirl type for easy starting 

and quiet operat ion. 
Governor .... Mechanical centr ifugal type 
Fuel filt er ............... Paper e lement type 
Lubrica ting device . Forced lubrica tion by trochoid pump 
Lub. oi l filter ........ Full flow, spin on, paper e lement type 
Starting motor ............. Geared electric motor , 12 Volt 
Starting aid ............... 12 Volt sheathed type glow plug 
Fuel pump ........................ Electric plunger type 
Dry weight of engine Iwltrans .1 ... . ...... 289Ibs. 
Power take-off . . . . . . . . Various crankshaft pulleys 
Propeller rotation . . . . . . Right hand 

Call your Westerbeke representative 
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